LESS THAN FULL WIDTH OVERLAY

CRUSHED ROCK OR CONTROLLED DENSITY FILL.
95% COMPACTION REQUIRED ON CSTC.

30" MIN.
3' MINIMUM

4.5' MINIMUM

STANDARD VEHICLE WHEEL PATH

1' MIN.
2" MIN. HMA CLASS 1

3' MIN.
2' SAWCUT OR GRIND; SEAL WITH PG 64-22 OIL

3' MINIMUM

LANE LINE MARKING

4.8' MINIMUM

EDGE OF THICKENED EDGE OR EDGE OF CURB AND GUTTER; SAWCUT AND SEAL WITH PG 64-22 OIL

4" MIN. OF HMA CLASS 1/2
PG 64-22

2" SAWCUT OR GRIND; SEAL WITH PG 64-22 OIL

2' MIN. HMA CLASS 1/2
PG 64-22

3" MINIMUM

TOWN OF YARROW POINT
4030 95TH AVENUE NE
YARROW POINT, WA 98064
P: (425) 454-6994 F: (425) 454-7899
townhall@cl.yarrow-point.wa.us
www.ci.yarrow-point.wa.us

ASPHALT PAVEMENT SECTION OF LONGITUDINAL CUT

RD-13b

LAST REVISED: 04/06/17