
To subscribe to our email list, email Town Hall at: townhall@yarrowpontwa.gov 
Ph: 425-454-6994   -   Website www.yarrowpoinwa.gov

 Town Park Board Special Meeting 
Wednesday, February 21, 2024 - 7:00 PM 

Town Hall/Virtual 
4030 95th Ave NE. Yarrow Point, WA. 98004 

_______________________________________________________________________________ 

Park Board Chairperson: Krista Fleming 
Members: Amy Pellegrini, Dicker Cahill, Carolyn Whittlesey, Robert Afzal, Nancy Daltas 
Mayor: Katy Kinney Harris 
Town Attorney: Emily Romanenko 
Clerk-Treasurer: Bonnie Ritter 
Deputy Clerk: Austen Wilcox 

Meeting Participation 
Members of the public may participate in person at Town Hall or by phone/online. Town Hall has limited 
seating available, up to 15 public members. Individuals who call in remotely who wish to speak live 
should register their request with the Deputy Clerk at 425-454-6994 or email 
depclerk@yarrowpointwa.gov and leave a message before 4:30 PM on the day of the Park Board 
meeting. Wait for the Deputy Clerk to call on you before making your comment. If you dial in via 
telephone, please unmute yourself by dialing *6 when it is your turn to speak. Speakers will be allotted 3 
minutes for comments. Please state your name (and address if you wish.) You will be asked to stop when 
you reach the 3-minute limit. Park Board members will not respond directly at the meeting or have a 
back-and-forth exchange with the public, but they may ask staff to research and report back on an 
issue. 

Join on computer, mobile app, or phone 
1-253-205-0468
Meeting ID: 851 2783 9432#
https://us02web.zoom.us/j/85127839432

1. CALL TO ORDER: Park Board Chairperson, Krista Fleming

2. PLEDGE OF ALLEGIANCE

3. ROLL CALL: Park Board Members, Amy Pellegrini, Dicker Cahill, Carolyn Whittlesey, Robert Afzal,
Nancy Daltas

4. APPROVAL OF/AMENDMENTS TO AGENDA

5. MINUTES
• January 17, 2024 Special Park Board Meeting

6. STAFF REPORTS

7. APPEARANCES/PUBLIC COMMENT
Members of the public may speak concerning items that either are or are not on the agenda. The Park
Board takes these matters under advisement. Please state your name (and address if you wish) and
limit comments to 3 minutes. If you call in via telephone, please unmute yourself by dialing *6 when it is
your turn to speak. Comments via email may be submitted to depclerk@yarrowpointwa.gov or regular
mail to: Town of Yarrow Point, 4030 95th Ave NE, Yarrow Point, WA 98004. Park Board members will
not respond directly at the meeting or have a back-and-forth exchange with the public, but they
may ask staff to research and report back on an issue.

8. REGULAR BUSINESS

8.1 – Sally’s Alley East End 

8.2 – Town Entry  

9. ADJOURNMENT

mailto:townhall@yarrowpontwa.gov
mailto:depclerk@yarrowpointwa.gov
https://us02web.zoom.us/j/85127839432
mailto:depclerk@yarrowpointwa.gov
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TOWN OF YARROW POINT 
TOWN PARK BOARD SPECIAL MEETING 

January 17, 2023 
7:00 p.m. 

The Town Park Board of the Town of Yarrow Point, Washington met in special session on Monday, 
January 17, 2023, at 7:01 p.m. in the Council Chambers of Town Hall. 

PARK BOARD PRESENT: Chair Krista Fleming, Park Board Members, Amy Pellegrini (joined virtually), 
Dicker Cahill, Carolyn Whittlesey, Nancy Daltas, and Robert Afzal. 

STAFF PRESENT: Deputy Clerk Austen Wilcox 

1. CALL TO ORDER
Chair Fleming called the Park Board meeting to order at 7:00 p.m.

2. PLEDGE OF ALLEGIANCE

3. ROLL CALL

4. APPROVAL OF AGENDA
MOTION: Motion by Park Board Member Afzal, seconded by Park Board Member Whittlesey to delay
agenda item 8.1 – Welcome New Park Board Members until the new members arrive in the meeting.
to approve the agenda as presented.
VOTE: 4 for, 0 against. Motion carried.

5. STAFF REPORTS
Engineer Schroeder provided updates on timeline related to the 94th Ave NE underground project and
bidding.

Park Board Member Daltas arrived at 7:08 pm. 

6. APPEARENCES/PUBLIC COMMENT
Resident Steve Fleming shared discussion with the Town Engineer regarding repair of the driveway at the
west end of Sally’s Alley. The grass idea was not the best and did not work out very well. He discussed the
importance for vehicular access to his garage. He recommends the best option for the long run is gravel as
the driveway was previously before. He does not want to be inconvenienced again with blocked access to
his garage.

Teru Olsen, attorney representing a resident on Sally’s Alley, asked when input for design on the east end 
of Sally’s Alley can be provided. He discussed a design proposal they submitted and asked how many 
design proposals are being considered for the east end of Sally’s Alley. He discussed details around their 
design proposal, and he would like to review the other proposals for the east end of Sally’s Alley being 
considered by the town. 

7. APPROVAL OF THE MINUTES:
MOTION: Motion by Park Board Member Whittlesey, seconded by Park Board Member Cahill to approve
the December 11, 2023 regular minutes as presented.
VOTE: 5 for, 0 against. Motion carried.
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8. REGULAR BUSINESS

8.2 – Surface for Sally’s Alley Driveway – Grass/Pro Lite Grid 
The grass on the west driveway leading into Sally’s Alley turned to mud and was scaped down to the Pro 
Grid material. The Park Board and Town Engineer Schroeder discussed the following options to fix the 
situation. 

• Seed;

• Replace with gravel;

• Remove Pro Grid and install brick pavers; and

• Hybrid of gravel & grass.

Drainage and mitigation measures such as a trench drain and drainage rocks were discussed if lawn is 
chosen to be replaced. 

MOTION: Motion by Park Board Member Cahill, seconded by Park Board Member Afzal to address the 
drainage, and relative to the material on the Pro Grid, seed and fertilize when the weather is appropriate 
and if it doesn’t take, reevaluate the gravel option as secondary.  
VOTE: 5 for, 1 against. Motion carried. Park Board Member Whittlesey abstained. 

8.3 – East Side Sally’s Alley Design Discussion 
Park Board Member Afzal shared that it makes sense to replicate a similar design from the west side to the 
east side of Sally’s Alley.  

The Park Board discussed landscaping, driveway, plantings, and timber sidings. 

Park Board Member Pellegrini joined virtually at 7:52 pm. 

MOTION: Motion by Park Board Member Afzal, seconded by Park Board Member Cahill to ask the Town 
Engineer to update the drawings to update the path, driveway and identify areas for plantings so the Park 
Board can then review the final drawings to make a recommendation to the Town Council by January 31, 
2024. 
VOTE: 6 for, 0 Against. Motion carried.  

8.1 – Welcome New Park Board Members 
Newly appointed Park Board Member Nancy Daltas introduced herself. 

Newly appointed Park Board Member Amy Pellegrini introduced herself. 

The existing Park Board members provided introductions. 

Chair Fleming discussed three areas of focus for the Park Board in 2024 that are broken up into teams: 
1. East side of Sallys Alley – Park Board Members Afzal and Cahill;
2. Town Entry – Park Board members Whittlesey and Daltas; and
3. Maintenance/spring cleanup day – Chair Fleming and Park Board Member Pellegrini.

8.4 – Town Entry Project Discussion 
Park Board Members Whittlesey and Daltas will review the entry and provide suggestions at the next 
regular Park Board meeting. 

8.5 – Dedication Options (benches, rock garden, etc.) for Resident Discussion 
The Park Board discussed dedication options for memorials for longtime residents. 

A “Pay to play” format was discussed. 
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Park Board Members Cahill, Daltas and Pellegrini will work on a proposal to present at the regular March 
Park Board meeting. 

8.6 – Select Clean Up Day for Spring  
The Park Board chose Sunday April 21, 2024, to hold the annual clean up day. 

• Combine it with a tree planting.

• Include option for youth to get work hours.

9. ADJOURNMENT:
Motion by Park Board Member Cahill, seconded by Park Board Member Afzal to adjourn the meeting at
8:29 p.m. All voted in favor. Motion carried.
VOTE: 6 for, 0 against. Motion carried.

___________________________ 
Chair, Krista Fleming 

_________________________________ 
Attest: Austen Wilcox, Deputy Clerk 
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  CONSTRUCTION NOTES

1. AN ARBORIST SHALL EVALUATE AND REPORT TO THE CONTRACTING AGENCY

ON ANY EXCAVATION WITHIN 15' OF THE EXISTING TREE TO DETERMINE IF THE

TREE'S STABILITY IS COMPROMISED. THIS WORK SHALL BE INCLUDED IN THE

UNIT BID PRICE FOR "EXCAVATION, EMBANKMENT, AND GRADING, INCL. HAUL".

2. CLEAR AND GRUB EXSITING TREE AND GRIND STUMP TO 6" BELOW FINISHED

GRADE.

3. RELOCATE EXIST. SIGN. FURNISH AND INSTALL NEW POST AND HARDWARE

IN-KIND. WASTEHAUL EXISTING POST AND FOUNDATION.

4. INSTALL TREE OR BUSH PER WSDOT STANDARD PLAN H-10.10. COORDINATE

FINAL PLACEMENT WITH THE CONTRACTING AGENCY IN THE FIELD.

5. SAWCUT THE EXIST. ASPHALT AT THE R/W AND REMOVE AND WASTEHAUL THE

EXISTING ASPHALT WITHIN THE R/W (±2" DEPTH).

6. INSTALL MULTI-TIER TIMBER EDGING PER DETAIL, SHEET 34.
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DESIGNER:
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DRAWING: OF:

CJB

CIVIL

0 1" 2"

TWO INCHES AT FULL SCALE.

IF NOT, SCALE ACCORDINGLY

BURIED UTILITIES IN AREA

1-800-424-5555

CALL BEFORE YOU DIG

EXISTING UTILITIES SHOWN ARE FROM THE

BEST AVAILABLE INFORMATION AND NO

GUARANTEE IS MADE AS TO THE EXACT SIZE,

TYPE, LOCATION OR DEPTH

APPROVAL EXPIRES:

APPROVAL FOR CONSTRUCTION

BY:

DATE:

TOWN OF YARROW POINT

MAY XX, 2023

MAY XX, 2024

RIGHT-OF-WAY DISCLAIMER

The right-of-way and/or property lines shown hereon are

based on available information, not on a surveyed location

and are only approximate.

  CONSTRUCTION NOTES

1. AN ARBORIST SHALL EVALUATE AND REPORT TO THE CONTRACTING AGENCY

ON ANY EXCAVATION WITHIN 15' OF THE EXISTING TREE TO DETERMINE IF THE

TREE'S STABILITY IS COMPROMISED. THIS WORK SHALL BE INCLUDED IN THE

UNIT BID PRICE FOR "EXCAVATION, EMBANKMENT, AND GRADING, INCL. HAUL".

2. CLEAR AND GRUB EXSITING TREE AND GRIND STUMP TO 6" BELOW FINISHED

GRADE.

3. RELOCATE EXIST. SIGN. FURNISH AND INSTALL NEW POST AND HARDWARE

IN-KIND. WASTEHAUL EXISTING POST AND FOUNDATION.

4. INSTALL TREE OR BUSH PER WSDOT STANDARD PLAN H-10.10. COORDINATE

FINAL PLACEMENT WITH THE CONTRACTING AGENCY IN THE FIELD.

5. SAWCUT THE EXIST. ASPHALT AT THE R/W AND REMOVE AND WASTEHAUL THE

EXISTING ASPHALT WITHIN THE R/W (±2" DEPTH).

6. INSTALL MULTI-TIER TIMBER EDGING PER DETAIL, SHEET 34.

(APPROX. HEIGHT NOTED.)
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RIGHT-OF-WAY DISCLAIMER

The right-of-way and/or property lines shown hereon are

based on available information, not on a surveyed location

and are only approximate.

  CONSTRUCTION NOTES

1. AN ARBORIST SHALL EVALUATE AND REPORT TO THE CONTRACTING AGENCY

ON ANY EXCAVATION WITHIN 15' OF THE EXISTING TREE TO DETERMINE IF THE

TREE'S STABILITY IS COMPROMISED. THIS WORK SHALL BE INCLUDED IN THE

UNIT BID PRICE FOR "EXCAVATION, EMBANKMENT, AND GRADING, INCL. HAUL".

2. CLEAR AND GRUB EXSITING TREE AND GRIND STUMP TO 6" BELOW FINISHED

GRADE.

3. RELOCATE EXIST. SIGN. FURNISH AND INSTALL NEW POST AND HARDWARE

IN-KIND. WASTEHAUL EXISTING POST AND FOUNDATION.

4. INSTALL TREE OR BUSH PER WSDOT STANDARD PLAN H-10.10. COORDINATE

FINAL PLACEMENT WITH THE CONTRACTING AGENCY IN THE FIELD.

5. SAWCUT THE EXIST. ASPHALT AT THE R/W AND REMOVE AND WASTEHAUL THE

EXISTING ASPHALT WITHIN THE R/W (±2" DEPTH).

6. INSTALL MULTI-TIER TIMBER EDGING PER DETAIL, SHEET 34.

(APPROX. HEIGHT NOTED.)

NE 38TH STREET

9
5
T

H
 
A

V
E

 
N

E

cbacon
Callout
BACK INTO GARAGE

cbacon
Callout
PULL FORWARD TO LINE UP WITH DOORS

cbacon
Callout
IMPACTS EXIST. VEGETATION

cbacon
Arrow

cbacon
Arrow

Engineer
Text Box
P-1

Engineer
Text Box
P-2

Engineer
Text Box
Asphalt Dwy to be removed

Engineer
Line

Engineer
Text Box
New Dwy

Engineer
Polygon

Engineer
Polygon

Engineer
Text Box
PULL FORWARD AND BACK IN TO P-1
23-FT INTRUSION



150

155

160

165

170

175

180

185

150

155

160

165

170

175

180

185

202+00 203+00 204+00 205+00 205+50

1
7
3
.
2

1
7
2
.
8

1
7
2
.
9
2

1
7
2
.
8

1
7
2
.
6
2

1
7
2
.
6

1
7
2
.
3
2

1
7
2
.
3

1
7
2
.
0
1

1
7
1
.
4

1
7
0
.
8
4

1
7
0
.
7

1
6
9
.
4
5

1
6
9
.
8

1
6
8
.
0
6

1
6
8
.
8

1
6
6
.
6
7

1
6
7
.
6

1
6
5
.
2
8

1
6
5
.
5

1
6
3
.
8
9

1
6
3
.
6

1
6
2
.
5
0

1
5
8
.
9

1
6
1
.
1
1

1
5
7
.
4

1
5
9
.
7
2

1
5
7
.
5

1
5
8
.
3
3

1
5
8
.
1

1
5
7
.
4
2

1
5
7
.
2

1
5
7
.
1
2

-1.50%

-1.50%

-

6

.
9

5

%

P
V

I
 
S

T
A

=
2
0
2
+

3
4
.
0
0

E
L
E

V
=

1
7
3
.
0
1

P
V

I
 
S

T
A

=
2
0
5
+

4
8
.
0
0

E
L
E

V
=

1
5
7
.
0
0

HIGH POINT ELEV=172.03

HIGH POINT STA=202+99.00

PVI STA=203+04.00

PVI ELEV=171.96

A.D.=-5.45%

K=1.83

10.00' V.C.

B
V

C
S

:
 
2
0
2
+

9
9
.
0
0

B
V

C
E

:
 
1
7
2
.
0
3

E
V

C
S

:
 
2
0
3
+

0
9
.
0
0

E
V

C
E

:
 
1
7
1
.
6
1

LOW POINT ELEV=157.48

LOW POINT STA=205+16.17

PVI STA=205+11.17

PVI ELEV=157.55

A.D.=5.45%

K=1.83

10.00' V.C.

B
V

C
S

:
 
2
0
5
+

0
6

.
1

7

B
V

C
E

:
 
1
5

7
.
9
0

E
V

C
S

:
 
2
0
5
+

1
6

.
1

7

E
V

C
E

:
 
1

5
7

.
4

8

FINISHED GRADE @

PATH CONSTRUCTION

CENTERLINE

EXISTING GRADE @ PATH

CONSTRUCTION

CENTERLINE

EXIST. ELEV. @ PATH CONSTRUCTION CENTERLINE (TYP)

FINISHED ELEV. @ PATH CONSTRUCTION CENTERLINE (TYP.)

F

F

F

F

F

F

F

F

F

F

x x

xxx

44"CON

18"DEC

CLUSTER 6"-8
"DEC

5"CON

5"CON

42"CON

6"DEC

(3)4"DEC

46"CON

42"CON

5"CON

(2)26"CON

36"CON

44"CON

40"CON

5"DEC

44"CON

5"DEC

14"DEC

14"DEC

10"CON

12"CON

12"CON

O

H

L

O

H

L

~

~

~

LINE OF 6" F
IRS

6'

6'

1'.6'

1'

ONLINE
.1'

BENCH

2" R
H

O
D

E

 

AVINASH BELUR

3811 95TH AVE NE

1
5
6

1
5
4

1
5
2

1

5

0

1

5

8

1

6

0

1

6

6

1

6

4

1

6

2

1

6

8

1

7

0

1

7

2

174

1

7

0

S

A

L

L

Y

S

 
A

L

L

E

Y

P

H

A

S

E

 
1

 

ERIC & ZHAO WEI

3801 95TH AVE NE

 

DAVID & PEGGY ODEGARD

3802 94TH AVE NE

 

GAIL CRADDOCK

3798 94TH AVE NE

 

GORDON WEBB

9420 NE 37TH PL

 

JAMES BUGBEE & LAURIE ANNIE

9426 NE 37TH PL

 

JAMES KAUTH

9434 NE 37TH PL

 

WEI CHEN & LI QING

3727 96TH AVE NE

 

W
A

I
S

 
W

A
Z

E
R

I
 
 
&

 
S

H
E

N
G

 
J

I
N

3
8

0
6

 
9

5
T

H
 
A

V
E

 
N

E

±

1

1

%

 

M

A

X

1
0
'

PARKING BAY 2 (± 9' - 6" WIDE)

PARKING BAY 1 (± 9' - 6" WIDE)

1
3
'

P - Passenger Car

P

 
-
 
P

a

s

s

e

n

g

e

r
 
C

a

r

00 20' 40'10'20'

SCALE: HORIZONTAL 1"=20'

VERTICAL 1"=5'

SALLYS ALLEY

PHASE 2 PLAN &

PROFILE

33

CJB

KWB

KWB

38

FILE:

DRAWN BY:

CHECKED BY:

ISSUE DATE:

APPROVED BY:

G & O JOB NO.: 23445

SEPT 2023

STORM P&P.DWG

3710 168TH STREET NORTHEAST,

BUILDING B, SUITE 210

ARLINGTON, WA 98223

(360) 454-5490

TOWN OF

YARROW POINT

M
:
\
Y

a
r
r
o

w
 
P

o
i
n

t
\
2

3
4

4
5

.
0

0
 
T

o
w

n
 
W

i
d

e
 
S

t
o

r
m

 
a

n
d

 
U

G
C

\
0

1
 
D

e
s

i
g

n
\
P

L
A

N
S

E
T

\
C

i
v

i
l
\
S

T
O

R
M

 
P

&
P

.
d

w
g

,
 
1

2
/
7

/
2

0
2

3
 
7

:
0

3
 
A

M
,
 
C

H
R

I
S

 
B

A
C

O
N

TOWN WIDE

STORMWATER AND

UGC PROJECT

REVISIONDATENo.

DESIGNER:

ISSUED FOR:

PRELIMINARY,

NOT FOR CONSTRUCTION

DRAWING: OF:

CJB

CIVIL

0 1" 2"

TWO INCHES AT FULL SCALE.

IF NOT, SCALE ACCORDINGLY

BURIED UTILITIES IN AREA

1-800-424-5555

CALL BEFORE YOU DIG

EXISTING UTILITIES SHOWN ARE FROM THE

BEST AVAILABLE INFORMATION AND NO

GUARANTEE IS MADE AS TO THE EXACT SIZE,

TYPE, LOCATION OR DEPTH

APPROVAL EXPIRES:

APPROVAL FOR CONSTRUCTION

BY:

DATE:

TOWN OF YARROW POINT

MAY XX, 2023

MAY XX, 2024

RIGHT-OF-WAY DISCLAIMER

The right-of-way and/or property lines shown hereon are

based on available information, not on a surveyed location

and are only approximate.

  CONSTRUCTION NOTES

1. AN ARBORIST SHALL EVALUATE AND REPORT TO THE CONTRACTING AGENCY

ON ANY EXCAVATION WITHIN 15' OF THE EXISTING TREE TO DETERMINE IF THE

TREE'S STABILITY IS COMPROMISED. THIS WORK SHALL BE INCLUDED IN THE

UNIT BID PRICE FOR "EXCAVATION, EMBANKMENT, AND GRADING, INCL. HAUL".

2. CLEAR AND GRUB EXSITING TREE AND GRIND STUMP TO 6" BELOW FINISHED
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BURIED UTILITIES IN AREA

1-800-424-5555
CALL BEFORE YOU DIG

EXISTING UTILITIES SHOWN ARE FROM THE
BEST AVAILABLE INFORMATION AND NO

GUARANTEE IS MADE AS TO THE EXACT SIZE,
TYPE, LOCATION OR DEPTH

APPROVAL EXPIRES:
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TOWN OF YARROW POINT

JANUARY 2024

JANUARY 2025

RIGHT-OF-WAY DISCLAIMER

THE RIGHT-OF-WAY AND/OR
PROPERTY LINES SHOWN HEREON
ARE BASED ON AVAILABLE
INFORMATION, NOT ON A SURVEYED
LOCATION AND ARE ONLY
APPROXIMATE.

  CONSTRUCTION NOTES
1. MAINTAIN CONSTANT GRADE.

2. CLEAR AND GRUB EXSITING TREE.

3. RELOCATE EXIST. SIGN. FURNISH AND INSTALL NEW POST, FOUNDATION AND
HARDWARE IN-KIND. WASTEHAUL EXISTING POST AND FOUNDATION.

4. SAWCUT AND REMOVE AND WASTEHAUL THE EXISTING ASPHALT
(±2" DEPTH).

5. INSTALL STACKED TIMBER EDGING PER DETAIL, SHEET 36.
(APPROX. HEIGHT NOTED.)

6. INSTALL 6' WOOD FENCE PER DETAIL, SHEET 37.

NE 38TH STREET

95
TH

 A
VE

 N
E

GENERAL NOTES
1. RESTORE ALL DISTURBED SURFACES WITH SEEDING, FERTILIZING AND MULCHING

OVER 4" SUITABLE NATIVE MATERIAL.

2. CONTRACTOR SHALL MAINTAIN ACCESS 3801 95TH AVE NE AT ALL TIMES.

3. CONTRACTOR SHALL NOT INSTALL STEEL EDGING WHERE THE TRAIL IS BORDERED
BY TIMBER EDGING.

4. PROTECT ALL TREES EXCEPT AS NOTED. CONTRACTOR SHALL NOTIFY
CONTRACTING AGENCY PRIOR TO CUTTING ROOTS GREATER THAN 2" IN DIAMETER

Jamie
Length Measurement
26'-0"

Jamie
Line

Jamie
Line

Jamie
Line

Jamie
Line

Jamie
Length Measurement
11'-0"

Jamie
Highlight

Jamie
Highlight

Jamie
Callout
1. do not add timber strips unless they are needed for grading.
2. round/ flare entry corners and edges with steel edging

Jamie
Callout
timber strips

Engineer
Polygon

Engineer
Text Box
Asphalt Dwy to be removed

Engineer
Callout
ADD STANDARD WOOD GATE IN NEW FENCE.

Engineer
Callout
needs drainage solution for broken pipe



WEDGE CURB
(PROTECT WHERE EXISTING: REINSTALL

WHERE EXISTING WAS REMOVED)

2" CSTC

NOT TO SCALE

94TH AVE NE / NE 40TH ST TYPICAL
SHOULDER DETAIL

8'-0" (WHERE GRAVEL IS SHOWN ON RESTORATION PLANS)
OR AS NOTED

2%
SLOPE 4:1

(3:1 MAX. EXCEPT AS NOTED)

RESTORE WITH SEEDING,
FERTILIZING AND MULCHING
OVER 4" TOP SOIL, EXCEPT
AS NOTED ON PLANS OR AS
DIRECTED BY THE
CONTRACTING AGENCY.

TIMBER EDGING, SEE
DETAIL, THIS SHEET
(LOCATION VARIES)

TIMBER EDGING

ROADWAY

18"

NOT TO SCALE

3"

LIMITS OF
EXCAVATION

ROADWAY PER
TRENCH DETAIL,
SHEET 37

2'
-0

"
M

AX
IM

U
M

4"

1 COUNTERSINK REBAR AND FILL HOLE WITH ACRYLIC CAULK, 1/2" DEEP

LANDSCAPE TIMBER (5 1/2" x 51/2")2

3    SEE RESTORATION SHEETS  27 - 34.

4    FILTER GEOTEXTILE FABRIC SHALL BE MODERATE SURVIVABILITY CLASS A PER
      SECTION 9-33.1 OF THE WSDOT STANDARD SPECIFICATIONS.FABRIC

5 GRAVEL BACKFILL FOR DRAINS

6    PERFORATED 4" DRAIN PIPE, DAYLIGHT AT END OF TIMBER EDGING

7 #5 REBAR, 3'-4" LONG

8 COMPACTED SUBGRADE

6" 1'-9" 1'-9" 1'-9" 1'-9"

NOTES:
1. HEIGHT SHALL BE 4" (SINGLE TIMBER) EXCEPT AS NOTED ON THE PLAN.

HEIGHT OF TIMBER EDGE WILL VARY BASED ON FIELD CONDITIONS,
MAINTAIN 2" MIN. ABOVE FINISH GRADE AT BACK OF TIMBER EDGING.

2. PLACE 5 REBAR AS SHOWN WHEN 4 OR MORE TIMBERS ARE STACKED.
PLACE 3 REBAR WHEN 1-3 TIMBERS ARE STACKED.

3'
-4

" T
YP

. FINISHED GRADE

H
EI

G
H

T

4"
 M

IN
.

 STACKED TIMBER SINGLE TIMBER

MIDPOINT
6" MIN.

± 6"

STACK OF 5 TIMBERS STACK OF 4 TIMBERS STACK OF 3 TIMBERS

3. STAGGER VERTICAL JOINTS, MIN. 6" OVERLAP BETWEEN LEVELS.

9 4" CSTC LEVELING PAD

6

7 8

3 2

1
3

4"
 M

IN
. E

M
BE

D
M

EN
T

2"
 M

IN
. E

M
BE

D
M

EN
T

1
2

3 3
4

6" MIN.,
TYP 6" MIN.,

TYP 7 8

5

9 9

4. ALL DEPTHS ARE COMPACTED DEPTHS.

R/W

BACKFILL WITH GRAVEL BORROW
(HATCH NOT SHOWN FOR DETAIL CLARITY)

SEE TYPICAL
PATH DETAIL

BACKFILL WITH SUITABLE
NATIVE MATERIAL OR
TOPSOIL AND STABILIZE
WITH SEEDING, MULCHING
AND FERTILIZING

2:1 MAX

1.5:1

EXISTING
GRADE

SEED, MULCH AND FERTILIZE OVER
4" SUTABLE NATIVE MATERIAL.
MAINTAIN POSITIVEDRAINAGE

WAZERI WALL
& WALKWAY
(LOCATION VARIES)

6"
MIN.

1.5:1

APPROX. TOP OF
COMPETENT SOIL

UNSUITABLE
MATERIAL

COMPACTED
SUBGRADE

TOE OF
FILL SLOPE

LIMITS OF EXCAVATION

UNSUITABLE MATERIAL

FIRM AND UNYIELDING
SUBGRADE

FIRM AND UNYIELDING
SUBGRADE

CONSTRUCTION
DETAILS
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THE RIGHT-OF-WAY AND/OR
PROPERTY LINES SHOWN HEREON
ARE BASED ON AVAILABLE
INFORMATION, NOT ON A SURVEYED
LOCATION AND ARE ONLY
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NOT TO SCALE

3' 5' 3'

NOT TO SCALE

TYPICAL PATH SECTION 1

COMPACTED
SUBGRADE

GRAVEL BORROW

3' MIN. TYP.
SEED MULCH AND FERTILIZE OVER
6" SUITABLE NATIVE MATERIAL OR
IMPORTED TOPSOIL

NOTES:

1. TRANSITION SLOPE TO MAINTAIN POSITIVE DRAINAGE OFF THE PATH.

VARIES
SEE

NOTE 1

TOE OF FILL
SLOPE, TYP.

APPROX. STATION 204+33 TO STATION 204+90
& APPROX. STATION 205+00 TO STATION 205+48

NOT TO SCALE

TYPICAL PATH DETAIL

BORDER CONCEPTS "BORDER
KING" STEEL EDGING (OR EQUAL),
ON BOTH SIDES (TYP).

CSTC, 2" MIN. DEPTH

1.5% MAX.
SEE NOTE 1

CSBC, 4" MIN. DEPTH

NOTES:

1. TRANSITION SLOPE TO MAINTAIN POSITIVE DRAINAGE.
2. ALL DEPTHS ARE COMPACTED DEPTHS.

TYPICAL  PATH SECTION 2

APPROX. STATION 204+90 TO STATION 205+00

SEE TYPICAL PATH DETAIL

2% MAX

5' PATH WIDTH

LIMITS OF EXCAVATION

4' TYP

±1
' T

YP
.

8'

1'

NOTES:

1. TRANSITION SLOPE TO MAINTAIN POSITIVE DRAINAGE.
2. ALL DEPTHS ARE COMPACTED DEPTHS.

3:1 MAX, TYP.



2'
-0

"

7'

SIGN INSTALLATION DETAIL
NOT TO SCALE

STOP SIGN (EASTBOUND)
DEAD END AND NO PARKING WEST OF
HERE (WESTBOUND).
SIGNS SHALL BE PROTECTED AND
REINSTALLED ON NEW POST.

4"X4" PRESSURE TREATED
WOOD POST.

FINISHED GRADEGROUT BETWEEN SLEEVE
AND WOOD POST

6" DIA. PVC SLEEVE. SET POST
IN SLEEVE AND FILL WITH
SAND.

REMOVE AND WASTEHAUL EXISTING WOOD
SIGN POST.

NOTE:

1.

WITHIN TRAVELED WAY OUTSIDE OF TRAVELED WAY

NOT TO SCALE
TRENCH RESTORATION DETAIL

4" COMPACTED DEPTH
HMA IN 2 LIFTS
(SEE ORDER OF WORK)

6" COMPACTED DEPTH
CRUSHED SURFACING TOP
COURSE

SAWCUT AND SEAL JOINTS
WITH HOT ASPHALT SEALER
AND APPLY SAND TO
REDUCE TRACKING.

4" COMPACTED DEPTH
TOPSOIL OR 2" COMPACTED
DEPTH CRUSHED
SURFACING TOP COURSE

TRENCH WIDTH SEE STORM
AND JOINT UTILITY TRENCH

SECTIONS FOR WIDTH
REQUIREMENTS

TRENCH WIDTH SEE STORM
AND JOINT UTILITY TRENCH

SECTIONS FOR WIDTH
REQUIREMENTS

EX. PAVEMENT; DEPTH
VARIES (2" - 7")

NOTES:
1. ALL STREETS SHALL BE PATCHED WITH TEMPORARY HMA WITHIN 24 HOURS

CONSTRUCTION PROIVIDED NO WORK IS SCHEDULED TO OCCUR WITHIN THE NEXT 5
WORKING DAYS.

2"x6" CAP CONTINUOUS

2"x6" TRIM BOARD 

x 4-3/4" GALVD
JOIST HANGERS

20d GALVD NAILS

ROAD SIDE OF FENCE

2"x6" NAILER BOARD 

2"x6" RUNNING BOARD 
ANCHORED WITH 1-1/2"

DETAIL A
NTS

(2 PER POST)

CAP

WOOD POST
TREATED

GRADE
FINISH 

4"x6" 
PRESSURE

1"x6" 

1"x2" TRIM 
BOARD (TYP)

PICKET BOARD

BARK SIDE UP 

(TYP)

6"x6" POST

NTS

2'
-0

"
M

IN
.

20d GALVD NAILS
(2 PER POST)

BOTTOM (5/8" OR LESS CRUSHED ROCK)
SET POST ON ROCK AND COMPACT

WOOD FENCE DETAIL

BACKFILL POST HOLE 
WITH COMMERCIAL GRADE

SECTION

4"

(TYP)

NTS

12"DIA. 

CONCRETE

NOT TO SCALE

SEE 
DETAIL "A"

WOOD POST
4"x6" 

PICKET BOARD
1"x6" 

7'-6" O.C.

SEE DETAIL "A"

2"x6" RUNNING 
BOARD (BOARD 
PARALLEL TO 
GRADE)

6'
-0

"

6"
7'-6" (TYP)

FINISH GRADE MIN. 2"
BELOW RUNNING BOARD

ELEVATION

1'

FLOW

CATCH BASIN FRAME
AND GRATE

ASPHALT WEDGE
CURB, LOCATION
VARIES

4"

1'

CATCH BASIN BERM DETAIL
NOT TO SCALE

DD

CENTER OF TYPE 1
CATCH BASIN AND GRATE.
SEE PLAN/PROFILE SHEETS FOR
STATION AND OFFSET.

FLOWLINE

ASPHALT BERM SECTION

ASPHALT BERM, SEE
PLANS FOR LOCATIONS

3'(±)

1'

NOTE:
1.  ONLY INSTALL BERM ON SLOPES GREATER THAN 8%.

SLOPE TO DRAIN

1

6

GENERAL NOTES:

1. QUARRY SPALLS AND CRUSHED SURFACING BASE COURSE
SHALL BE PLACED DIRECTLY FROM TRUCK OR OTHER
SUITABLE CONTAINER IN ORDER TO MAINTAIN CLEAN
BACKFILL.

2. OPENINGS SHALL BE 'CHINKED' WITH QUARRY SPALLS.

3. GEOTEXTILE FABRIC SHALL BE MODERATE SURVIVABILITY
CLASS A PER SECTION 9-33.1 OF THE WSDOT STANDARD
SPECIFICATIONS.

GEOTEXTILE
FABRIC

ROCK FILTER LAYER, 12" MINIMUM
WIDTH QUARRY SPALLS 3/4" TO 4" IN
SIZE SEE NOTE 1.

ROCK WALL DETAIL

2-MAN ROCK

6" COMPACTED (95%) CRUSHED
SURFACING BASE COURSE LEVELING
PAD.

6"

R
O

C
KE

R
Y 

H
EI

G
H

T,
(V

AR
IE

S,
 S

EE
 P

LA
N

S)

6"

1 FT MIN WIDTH BETWEEN ROCKS AND EXCAVATION. 4" OF
COMPACTED CRUSHED SURFACING TOP COURSE OVER
GEOTEXTILE FABRIC

12"

ASPHALT

SAND CUSHION

1"
MARKER4"

PRECAST

MONUMENT
CONCRETE

3" MIN

BRONZE PLUG

MONUMENT CASE AND COVER

CASED MONUMENT DETAIL
NOT TO SCALE

NOTE:

1. CONTRACTOR SHALL FURNISH & INSTALL THE PRECAST
MONUMENT, BRASS PLUG MARKER, CASE AND COVER.

2. THE CONTRACTOR SHALL PROVIDE THE NECESSARY SURVEY
REQUIRED TO SET AND "PUNCH" THE MONUMENT.

3. THE CONTRACTOR SHALL BE REQUIRED TO PREPARE AND
SUBMIT ALL PERMITS REQUIRED WHEN AN EXISTING MONUMENT
IS REMOVED AND/OR DESTROYED.

CONCRETE

TOP ELEVATION

EXIST.
FENCE
AT R/W

STATION & OFFSET
REFERENCE POINT

CONSTRUCTION
DETAILS
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SCHEDULE C: SALLY'S ALLEY
ITEM ESTIMATED UNIT
NO. DESCRIPTION QUANTITY PRICE AMOUNT
301 Minor Changes (1-04.4(1)) 1 LS 1,000$ 1,000$
302 Pedestrian Traffic Control (1-10.5(1)) 1 LS 2,000$ 2,000$
303 Clearing and Grubbing (2-01.5) 1 LS 3,000$ 3,000$
304 Removing Asphalt Concrete Pavement (2-02.5) 180 SY 10$ 1,800$
305 Excavation, Embankment and Grading, Incl. Haul (2-03.5) 230 CY 35$ 8,050$
306 Unsuitable Foundation Excavation, Incl. Haul (2-03.5) 30 CY 60$ 1,800$
307 Gravel Borrow, Incl. Haul (2-03.5) 700 TN 45$ 31,500$
308 Locate Existing Utilities (2-09.5) 1 LS 2,000$ 2,000$
309 Crushed Surfacing Base Course (4-04.5) 70 TN 45$ 3,150$
310 Crushed Surfacing Top Course (4-04.5) 25 TN 50$ 1,250$
311 Commercial HMA (5-04.5) 20 TN 105$ 2,100$
312 Erosion Control and Water Pollution Prevention (8-01.5) 1 LS 2,000$ 2,000$
313 Seeding, Fertilizing and Mulching (8-02.5) 450 SY 10$ 4,500$
314 Topsoil, Type A (8-02.5) 20 FA 60$ 1,200$
315 Steel Edging (8-02.5) 610 LF 10$ 6,100$
316 Property Restoration (8-02.5) 1 FA 5,000$ 5,000$
317 Temporary 6 Ft. Fence (8-12.5) 150 LF 5$ 750$
318 6 Ft. Wood Fence (8-12.5) 100 LF 65$ 6,500$
319 Permanent Signing (8-21.5) 1 LS 1,000$ 1,000$
320 Landscape Timber Edging - Stacked (8-24.5) 160 SF 25$ 4,000$

Estimated Construction Cost 88,700$
Sales Tax (10.2% ) 9,047$
TOTAL ESTIMATED CONSTRUCTION COST (ROUNDED) 97,800$

SUMMARY
SCHEDULE A TOTAL ESTIMATED CONSTRUCTION COST (ROUNDED) 1,198,200$
SCHEDULE B TOTAL ESTIMATED CONSTRUCTION COST (ROUNDED) 229,000$
SCHEDULE C TOTAL ESTIMATED CONSTRUCTION COST (ROUNDED) 97,800$

TOTAL PROJECT ESTIMATED CONSTRUCTION COST (ROUNDED) 1,530,000$
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